Inside the box:

- Wax Ring
- T-Bolts with Retainer (2)
- Bowl-To-Floor Nuts (2)
- Plastic Washers (2)
- Bolt Caps (2)
- Tank-To-Bowl Gasket
- Tank-To-Bowl Bolts (2)
- Tank-To-Bowl Nuts (2)
- Metal Washers (2)


2. Metal Washer
   - Tighten nuts alternately until the bowl is tight to the floor.

3. Plastic Washers
   - Plastic Washers goes inside the tank
   - Tank to bowl gasket

4. Tighten nuts alternately until the tank contacts the front and back of the bowl achieving china-to-china contact.

5. Rubber washer
   - Be careful not to over tighten

7. Push Button Installation

1. Remove nut from push button assembly.
2. Place push button assembly through water tank lid. Fit nut and tighten (Do not over tighten).
3. Insure full flush button is on the right hand side so that it lines up with ‘B’ as shown in the diagram.
4. The rods for full and half flush can be adjusted up and down by turning the rods clockwise (UP) and anti-clockwise (DOWN)

Make sure that the rods touch the push buttons

* Warranty:

60 month limited warranty on ceramic
12 month limited warranty on plumbing components and seat cover

* Customer service: www.dolphinhomeware.com
dolphinplumbingam@me.com
1. Take out the seat cover and fittings from plastic bag. Put the rubber washer onto the button of each hinge and insert the plastic bolt through the hole of hinge. Put the seat cover onto the toilet and insert the rubber stopper into ceramic hole, then adjust the seat cover to match well.

2. Put the plastic gasket onto the bolt, tighten nut on the bolt by hand making sure the seat is still in the correct position. Close the hinge cover to complete the installation.

Installation guide to toilet seat cover